
Recent IBM 
patents 

The  following  patents were recently issued by the  countries  in  which  the  inventions were mude 

France 
387,462 
394,596 

477,455 

562,207 

Germany 

4,445,386.8 
4,320,Y41.6 

59,302,807.4 

69,120,282.6 

Japan 
2,051,692 
2,051,693 

2,054,494 
2,054,5  14 
2,054,526 
2,054,537 
2,054,552 

2,056,007 

2,056,776 

2,521,020 

2,521,026 

2,521;027 

2,524,477 
2,526,012 

P. Lemble 
C.  Garcia,  G.  Carle, J. Calvignac, 
M.  Badoui,  and P. Vachee 

Abbiate 
A.  Blanc,  G.  Underboeck,  and J. C. 

C.  Cederbaum,  M.  Combes, P. Mone, 
and R. Chanclou 

G.  Schuettler  and  W.  Christiansen 
W.  Haenel 
B. Swoboda,  I.  Wild,  and J. Schwarze 

H.  Horbach  and P. Fink 

M.  A.  Ono 
D.  Frank,  D. C. Frank, H. Satoh, 
S. Matsubara, S. Thompson,  and 
S. P. Thompson 
H. Ishikawa  and  K.  Kawase 
K.  Koyamada 
A.  Doi  and  A.  Koide 
L. D.  Tipton  and  M.  Takekoshi 
K. Hokazono,  T.  Shimofusa,  and 
Y .  Amano 
S. Kiyono 

H.  0. Jung-Kook, J .  U. Takahashi,  and 
M.  Kusaba 
K. Inoue, K. Itoh,  and  T.  Inui 

M.  Kobayashi, M. Naitoh,  and R. 
Kataoka 
K.  Kawase,  M.  A. Ono,  and  T. 
Moriyama 
H.  Kamiya, H.  Ono,  and S. Suzuki 
H. Sugi 

Electronic  document  approval  system 
Control  interface  mapping  on  minimum  bandwidth  for  BMI 

Data  circuit  terminating  equipment  (DCE)  including  timing 
arrangements  circuits  controlled by  processing  means 
Method of forming  thin film pseudo-planar PFET devices  and 
structures  resulting  therefrom 

Facility  and  method  for  the  handling of objects 
Winding-on  device  for  light  conductor 
Method  for  separation of a  foreground  information  from  a 
background  information  in  a  document 
Direct  chip  attach  concept 

A  vertical  menu  system 
Method  for  displaying  a  separator  line 

A  compliance  control  method by using  wrist  and  arm 
New  visualization  primitive  for 3D scalar  field 
A  method  for  high  speed  generating  imagcs 
Seek  method  for  spiral  media 
Driving  method  for  laser 

A method  to  produce  insulation  area  on  bus-bar  leads  for 
semiconductor  packages 
Video  scene  information  cntry  systcm 

Automatic  initialization o f  operating  systcm  and  application 
programs  when  the  system  configuration is changed 
Monitor  intcrface  architecture  for  black  level  transfer 

Effective  task  distribution  and  execution  mechanism  for PHIGS 
processing  on  multiprocessor 
Liquid  crystal  pancl  fdbrication  method  (panel  alignment) 
Dual  keyboard  operation 
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