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The IBM eServer� zSeries� Model z990 offers customers
significant new opportunity for server growth while preserving
and enhancing server availability. The z990 provides vertical
growth capability by introducing the concurrent addition of
processor/memory books and horizontal growth in channels
by the use of extended virtualization technology. In order to
continue to support the zSeries legacy for high availability and
continuous reliable operation, the z990 delivers significant new
features for reliability, availability, and serviceability (RAS).
This paper describes these new capabilities, in each case
presenting the value of the feature, both in terms of enhancing
the self-management capability of the server and its availability.

Introduction
IBM eServer* zSeries* Model z990 introduces a new
structure for zSeries servers. At the same time, the design
ensures the required high availability and ease of growth
characteristics. To increase availability, the z990 provides
extensive “concurrent” service and growth capability. This
means that the service action, configuration change, or
hardware/microcode enhancement can take place while the
server continues to process the customer�s workload. The
new structure includes up to four “books,” interconnected
by two active redundant Level 2 (L2) cache rings as shown
in Figure 1. Each book is independently powered and
contains a multichip logic module (MCM) with facilities for
cooling, two memory cards, and three I/O (input/output)
connectivity control chips. In addition, the z990 introduces
a new multiple logical channel subsystem (MLCS) architecture,
breaking through the previous 256-channel boundary.

The z990 server offers up to 32 customer-configurable
processors, eight dedicated system assist processors
(SAPs), and eight dedicated spare processors distributed
across four books. Each book has eight processor chips,
and each chip contains either one or two processor cores.
The multibook structure consists of four book slots,
as shown in Figure 1(a), numbered and populated in
sequence B0, B1, B2, and B3. When “jumper” cards are
used, their slots are designated, in later figures, with a
leading J rather than a B. A jumper is a passive card with
no active electronic devices, providing connectivity to the
book structure. Figure 1(a) shows the front and rear views
of the processor cage, indicating the locations of the

MCMs, distribution converter assemblies (DCAs), cage
controllers (CCs), also called flexible service processors
(FSPs), oscillators, and optional external time reference
(ETR) cards. The z990 Model A08 contains a book in slot
B0 and three airflow cards in the other slots. The Model
B16 contains books in slots B0 and B1, with jumper cards
in slots J2 and J3. The Model C24 contains books in slots
B0, B1, and B2, and a jumper in J3. The Model D32
contains a book in each slot.

The RAS design features, such as concurrent book add
(defined below), the fault-tolerant book-interconnect facility,
processor and SAP sparing in both single-book and multibook
environments, memory key array sparing, MLCS flexibility
and I/O sharing, power/hybrid cooling, technology
enhancements, and quality improvement measures for
Licensed Internal Code (LIC), are described in the
following pages. Also described is the IBM service and
support structure, which has been enhanced to address
this new design for repair, upgrade, and problem
determination.

Processor subsystem

Concurrent book add
The z990 provides the capability of concurrently upgrading
the server model by adding the second, third, or fourth
processor book, which increases physical processors,

Note: For the reader’s convenience, acronyms used in this paper are expanded in
an appendix at the end of the paper.
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memory, and enhanced self-timed interface (eSTI) high-
speed I/O links.

The concurrent book add (CBA) function allows new
physical hardware to be integrated into the system without
affecting ongoing customer workload. This capability is an
extension of the concurrent permanent upgrade function
introduced in previous-generation servers [1] to add the
new processors, memory resources, and high-speed I/O
links seamlessly to the system. This new capacity is
supported by the Licensed Internal Code configuration
control (LICCC) technology [1].

Hardware verification tests such as logic built-in self-test
(LBIST), array built-in self-test (ABIST), and memory
self-test are performed during the CBA process to verify
that the new hardware is properly installed and operating
correctly before it is integrated into the configuration.
Voltages, supplied by the book DCAs, are applied to the
logic, and verification tests are executed while the new
book remains fenced (electrically isolated) from the
running configuration. Only when all verification tests
are completed is the new book unfenced and added to
the configuration. If a problem is found with the new
hardware, the model upgrade is terminated, and the server
is restored to its original configuration without affecting
the customer�s running workload. The model upgrade is
rescheduled after the problem is understood and
corrected.

The LICCC record describes the amount of new
memory to be added, along with the number of new
central processors (CPs), internal coupling facilities
(ICFs), integrated facilities for Linux** (IFLs), and system
assist processors (SAPs) that the customer has defined and
that are to be allocated when the new processor book
is concurrently added. The minimum SAPs (two) are
allocated first to available processing units (PUs) on the
new book, and any remaining new SAPs are balanced
across the existing books. New CPs, ICFs, and IFLs are
allocated using the same PU assignment algorithm used
during the initial microcode load (IML) sequence, where
CPs are clustered together separately from ICFs and IFLs
in order to maximize system performance. However, since
no rebalancing of processor resources occurs as part of a
CBA operation, it is possible that the processor allocation
assignment will be different after a subsequent IML.

Once the hardware is installed and integrated into the
configuration and the new memory and processor
resources have been allocated, the Processor
Resource/Systems Manager* (PR/SM*) is informed of
the new physical memory increments and newly available
processors. These resources are then added to existing
workloads or used to start new workloads. Some level of
preplanning must be done by the customer to ensure that
the new resources are used effectively.

The CBA function supports concurrent upgrade from
one model to the next (e.g., A08 to B16, or B16 to C24)
in the vast majority of cases. Upgrades to three- and four-
book models may be disruptive depending upon the levels
of the book hardware. An upgrade that would add two or
more processor books can be performed as a series of
concurrent single-book add operations; otherwise, the
upgrade must occur disruptively.

The sequence of steps involved in the CBA function
can be represented by a number of distinct concurrent
operations.

Figure 1
zSeries z990 multibook structure: (a) Physical layout; (b) logical 

layout.
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1. Physically install the new hardware.
The new hardware is installed as described in Table 1.
All of the upgrades require the second modular
refrigeration unit (MRU) to be installed prior to
the start of the CBA operation. This is also done
concurrently.

If the third (B16 to C24 upgrade) or fourth (C24
to D32 upgrade) book is being added concurrently,
before the new hardware is installed, the machine
configuration is temporarily changed from a closed
L2 ring structure to an open L2 ring structure in
preparation for the concurrent removal of the installed
jumper card, which will be replaced with the new
processor book.

The service element (SE) code guides the system
service representative (SSR) through a series of
instruction panels describing the locations of the new
hardware, and also turns on slot indicator light-emitting
diodes (LEDs) on the light strip. If a problem occurs
during the hardware installation, the backout and
restore procedures are invoked. These procedures are
also documented through panels on the SE and through
lighting of LEDs on the light strips.

2. Apply power to the new processor book hardware.
This operation starts after all new hardware is
physically plugged into the server. The newly installed
DCAs are brought up to standby power, the flexible
service processors (FSPs) contained within the DCAs
are booted, and logic power is applied to the new
processor book.

3. Perform hardware verification tests on the new processor
book.
The same hardware verification tests performed during
a normal IML sequence (i.e., ABIST, LBIST, memory
self-test, intrabook interface tests, proper cooling
levels) are performed on the newly installed book
hardware. These tests are performed while the new
book remains fenced from the others. If any problems
are found during these tests, the upgrade is terminated
and the SSR is guided by panels on the SE to remove
the defective hardware.

4. LICCC record validation.
After the successful completion of the verification tests
on the new book hardware, an asset protection check is
performed to verify that the new LICCC record, which
describes the customer-purchased resources, has not
been corrupted and that it matches the new book
hardware. If a problem is detected during this phase,
the concurrent book add operation is terminated.

5. Concurrently integrate the new processor book
hardware into the system.
Once the integrity of the new book hardware has been
verified and the LICCC record has been validated, the
interfaces between the clock chips on the new and

existing books and the L2 ring interfaces between the
new book and existing adjacent books are unfenced,
and the new book is added to the configuration.

6. Concurrent CP/SAP/ICF/IFL upgrade.
Once the new book hardware has been integrated into
the server, all of the physical processors on the new
book will have been initialized as spare processors.
These spare processors are now part of the pool that
can be used for concurrent upgrade operations. Using
the number of CPs, SAPs, ICFs, and IFLs defined in
the LICCC record for the new book, the processor
resources are now concurrently allocated.

7. Concurrent memory upgrade.
At the time the new book is integrated into the server,
the physical memory on the new book will have been
tested and initialized. PR/SM code, which manages the
memory allocations, is now informed of the available
new physical memory increments. Using the LICCC
record for the new book to determine how much of the
installed physical memory is available for use, a
concurrent memory upgrade operation is started to add
the newly defined physical memory from the new book
to the available physical memory increment pool.

8. Concurrent I/O upgrade.
After the new book is integrated into the server, the
eSTI ports on the book are made available for use in
connection with I/O devices.

The CBA function extends the z900 concurrent upgrade
strategy for processors and memory, utilizing the LICCC
technology to support concurrently adding physical
hardware in the form of a book, where the upgrade
capability was previously limited to enabling the use of
pre-existing nonconfigured hardware resources. The
function allows customers to add capacity to their z990
without taking an outage to install physical hardware.

The z990 has the capability to add SAPs concurrently
with a concurrent book add, a concurrent temporary
capacity upgrade, or a concurrent permanent processor

Table 1 CBA hardware installation.

Model upgrade (from/to)

A08/B16 B16/C24 C24/D32

New processor book
installed in slot no. B1 B2 B3

Jumper cards installed
in slot no. J2 and J3

Jumper cards removed
from slot no. J2 J3

DCAs (2) installed for
book slot no. B1 B2 B3
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upgrade. With the latest level of z990 code, these new
SAPs will handle I/O activity from existing I/O or from
newly added I/O.

Central processing unit (CPU) sparing
The z990 processor chip contains one or two processor
cores. Because of chip pin limitations, the interface to the
off-chip L2 cache is shared between the two processor
cores. The sharing of the L2 interface requires special
handling for the processor recovery and CPU sparing
functions.

The recovery strategy for zSeries processors is to
maintain an architectural checkpoint on every hardware
instruction boundary so that in the event of an error,
in-flight operations can be purged, the last checkpoint
restored, and the instruction processing resumed from
the last checkpoint. The clearing of in-flight operations
includes requests to the L2 cache. This clearing of
requests to the L2 requires a reset of the interface. For
the single-core processor chip, this is handled in the same
manner as in the z900 server [2]. However, since both
processor cores share the interface, when either processor
requires recovery, the other processor core must also go
through recovery.

Successful processor recovery implies that the
architectural checkpoint was restored, and the processor is
able to resume instruction execution. When a hard logic
failure in a processor core prevents it from recovering
successfully, it must checkstop (i.e., halt all processing). In
most cases, the architectural checkpoint is still intact. In
this case, the checkpoint is extracted from the defective
processor and “transplanted” into a dormant, spare
processor, and instruction execution is resumed on
the spare processor. This method of recovery on a
spare processor is called dynamic CPU sparing
(DCS).

When a processor has a known logic failure, the zSeries
reliability strategy is to stop using the entire processor,
which includes the interface with the L2 cache. For the
single-core processor chip, this is handled in the same
manner as for the z900 server [2]. For the dual-core
processor chip, since both cores share an interface with
the L2 cache, both cores must checkstop. There are very
few processor states which are not fully recoverable. Such
states generally involve pending updates to storage, as
storage updates must be coherent across the entire server.
For example, if a processor has pending storage updates
that have not yet been sent to the coherent L2 cache and
that processor is checkstopped, the storage update and
storage coherency will be lost. In these cases, the higher
levels of firmware and operating system recovery can
sometimes still recover from this bounded storage
corruption.

The DCS implementation for multiple processor cores
involves a significant volume of data which must be
extracted from the checkstopped cores and transplanted
into the spare processor cores. The DCS design objective
is to be completely transparent to higher levels of
firmware and the operating system. Since instruction
processing is stopped until it can be resumed on the spare
processors, the time it takes to complete the sparing must
be short, so that the higher-level firmware and operating
system are not affected by the temporary loss of
computing capacity.

In a checkstopped processor, the only access to the
register checkpoint data is via a scan operation. Scanning
is normally done by the SE code, which controls a scan
engine on the clock chip in the MCM. Because the service
processor is very slow compared with the z990 processors,
a significant amount of time would be required to log out
data from multiple processor cores. To overcome this
delay, the z990 processor chips implement an interface to
the clock chip which allows millicode running on a healthy
processor chip to control the scan engine on the clock
chip. Thus, millicode on a spare processor can directly
access the checkpoint data from a checkstopped processor
without relying on SE code. This firmware implementation
is significantly faster than that of previous generations,
even with the additional processor core being spared.

This “dual-core” DCS implementation has other
implications with respect to the system. Since two
processor cores must be spared on a checkstop condition,
there must be two spare processor cores available in
the initial configuration in order to avoid any loss of
capacity after a sparing action. Thus, every z990 initial
configuration includes two spare processor cores per
book. These two spare processor cores are not necessarily
configured on the same chip. Although a checkstop affects
the cores on the same chip, the transplanting of the
checkpoint into a healthy core is on an individual
processor core basis so that the spare cores can be on
different chips.

In the event of processor failure, sparing takes place
according to the following algorithm:

1. If one is available, use a spare PU on the same book
as the checkstopped PU.

2. If a spare PU is not available on the same book as the
checkstopped PU, use a spare PU on a book adjacent
on the ring interface to the book containing the
checkstopped PU.

3. Use any available spare PU in the server.
4. If no spares are available, invoke the processor

availability feature (PAF) to recover the application
(running at the time of the failure) on another running
CP and invoke a service call for book replacement.
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Storage subsystem—Cache ring interconnect
Notice from the logical layout in Figure 1 that the books
are interconnected via the redundant L2 rings to form a
cache-coherent symmetrical multiprocessor (SMP). One
ring passes through books B0 3 B2 3 B1 3 B3 3 B0
and the other through books B0 3 B3 3 B1 3 B2 3 B0.
As described earlier, Models B16, C24, and D32 are
respectively configured with two, three, and four books,
along with their necessary jumper cards, to form “closed”
systems. They are considered closed because both ring 0
and ring 1 form a complete loop in these configurations.
Along with Model A08 [Part (a)], these closed configurations
for Models B16, C24, and D32 [Parts (b)–(d)] are shown
in Figure 2. Each of these configurations operates as a
tightly coupled SMP. However, there are protocols to help
reduce the amount of ring control and data traffic for
performance optimization.

Interface communications
Each book contains, on its MCM, an L2 cache structure,
the system control element (SCE), consisting of a storage
controller control (SCC) and four storage controller data
(SCD) chips. For interbook L2 ring communication
(Figure 3), each SCC communicates with the other SCCs,
while each SCD communicates with corresponding SCDs.

Each ring segment on each book-to-book interface has
an “elastic interface.” This means that the interface
compensates, at startup time, for the latency of the logic
circuits and packaging so that the controls and data lines
are calibrated to the topology of the interface. Once
calibrated, the interface protocols operate on the basis
of the calibrated latencies.

Interface ECC
For each ring segment on each book-to-book interface, the
controls and data bus have single-error correction/double-
error detection (SEC/DED) error-correction codes
(ECCs). This means that all single-bit errors are detected
and corrected on-the-fly, without loss of latency or
performance. Uncorrectable errors (UEs) are detected but
cannot be corrected. In this case, a tag bit is set and sent
along with the data to indicate that the data is not usable.

Threshold/call home
An error indicator is logged out and causes a service “call
home” if the number of CEs on an interface is greater than
the predefined acceptable rate. (A call home is the automatic
call from server to IBM support structure with error data,
server status, or other service-related information.) For
the z990, the interface threshold call takes place if the
rate is at least one CE in each of three consecutive
minutes. Therefore, if a bit fails permanently, the
threshold is exceeded quickly, the call for scheduled

service is placed, and a replacement book is ordered.
Meanwhile, the CEs continue to be corrected.

If a data UE occurs on the L2 ring interface, it may be
recoverable. Upon being received by a processor or SAP,
a UE is purged out of the cache and refetched from
memory. It is likely that the retry data will be successful
if the memory copy is not corrupted and the L2 ring
segment is not a solid 2-bit breakage. It is expected, since
single-bit failures tend to occur long before a second bit
fails, that a call home will have occurred and the part will
have been replaced well before an L2 ring UE can occur.
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Control UEs, checkstop/degrade
Uncorrectable errors on the control signals result in an
immediate system checkstop. Error indications help
determine which book has experienced the failure. During

the next IML after the system checkstop, the server is
configured in an “open L2 ring” configuration. This means
that the ring 0 and ring 1 segments between the two books
that experienced the checkstop detection are not configured,
but since the books remain in the configuration, there is no
loss of resources.

The next two sections describe, in more detail, the
various scenarios of ring degrade capabilities.

Two-book degrade
In a two-book or three-book configuration with jumper
card(s), the entire path from the driving book, through
the jumper, and into the receiving book is covered by
the same error checker. When a segment is deemed to
be broken, the hardware is reconfigured to exclude the
broken segment. Also, when a ring segment is taken out of
the configuration, the corresponding segment for the other
ring is also removed to allow for consistent architectural
operation.

Using the two-book configuration as an example
[Figure 4(a)], assume that an error has occurred on the
segment from jumper card 2 into book 0, on L2 ring 1
(red X). The L2 ring segments from jumper card 2 to
book 0 (L2 ring 1) and book 1 to jumper card 2 (L2
ring 1), as well as their corresponding L2 ring 0
segments, book 1 to jumper card 2 (L2 ring 0) and
jumper card 2 to book 1 (L2 ring 0), are removed from
the configuration. The resulting configuration [Figure 4(b)]
has book 0 and book 1 as “end books” with jumper card 3
between. When a similar approach is used on a three-book
configuration [Figure 5(a)], the resulting configuration
[Figure 5(b)] would have book 0 and book 2 as “end
books” with jumper card 3 and book 1 between. In
each case, there is no loss of resources. This degrade
capability exists for the majority of configuration cases,
depending on the level of the book hardware.

Four-book degrade
In a four-book configuration [Figure 6(a)], a similar L2
ring 1 error on the segment from book 2 into book 0
removes the L2 ring segments from book 2 to book 0
(L2 ring 1) and book 0 to book 2 (L2 ring 0) from the
configuration. However, because of performance and
operability issues, a four-book open-ring structure is not
supported. Therefore, the book most likely to fail (book 0
in this case) is also removed from the configuration. The
resulting configuration [Figure 6(b)] has book 3 and book
2 as “end books,” with book 1 between. In contrast to the
two-node/three-node scenarios, resources are lost in this
case.

This detailed high-availability design for ring and book
degrade modes extends the zSeries RAS recovery strategy
to provide the customer the flexibility of operating the
server, in the presence of partial failures, in degraded

B0

J3

J2

B1

Ring 1

R
in

g
 0

R
in

g
 1

R
in

g
 1

R
in

g
 0

Ring 0

Ring 1

R
in

g
 0

R
in

g
 1

Ring 0

Ring 0

Ring 1

(a)

B0

J3

J2

B1

(b)

Figure 4
Example of two-book configuration degrade: (a) Closed; (b) open.

B0

J3

B2

B1

Ring 1

R
in

g
 0

R
in

g
 1

R
in

g
 1

R
in

g
 0

Ring 0

Ring 1

R
in

g
 1

R
in

g
 0

R
in

g
 0

R
in

g
 1

Ring 0

Ring 0

Ring 1

(a)

B0

J3

B2

B1

(b)

Figure 5
Example of three-book configuration degrade: (a) Closed; (b) open.

B0

B3

B2

B1

Ring 1

R
in

g
 0

R
in

g
 1

R
in

g
 1

R
in

g
 0

Ring 0

Ring 1

R
in

g
 1

R
in

g
 0

Ring 0

Ring 0

Ring 1

(a)

B0

B3

B2

B1

(b)

Figure 6
Example of four-book configuration degrade: (a) Closed; (b) open.

M. L. FAIR ET AL. IBM J. RES. & DEV. VOL. 48 NO. 3/4 MAY/JULY 2004

524



mode while awaiting the appropriate service action. Again,
prior planning is required of the customer, in selecting
reduced workloads and defining profiles and priorities,
in order to best take advantage of this capability.

Storage subsystem—Cache/memory
The z990 greatly increases the size and flexibility of the
storage subsystem while maintaining the strong reliability,
availability, and serviceability characteristics of its
predecessors. Logically, the storage structure is one large
pool; that is, the cache and main memory are shared
across the server, such that the z990 is one large server
like its predecessor, the z900. Physically, the storage
structure is hierarchical and spread across all the books.

The robust design for the Level 1 and Level 2 caches is
carried over from the z900 server [2]. The Level 1 (L1)
cache is a parity-protected, store-through cache on the
processor chip featuring purge, delete, and relocate
capability to recover from cache errors. The Level 2 (L2)
cache is the shared, ECC-protected store-in cache on
dedicated chips on the MCM, also featuring purge,
delete, and relocate.

Each book contains two memory cards for the Level 3
(L3) arrays and the store-protect arrays. All processors
share the L3 storage. The data is ECC-protected. Special
UE codes exist for L2-detected failures and L3-detected
failures; these codes aid in fault isolation. Memory is
continuously “scrubbed” to remove correctable errors and
detect uncorrectable errors. Each card is organized into
four rows; each row has two spare dynamic random-access
memory (DRAM) chips. These spare DRAMs are used
during scrubbing and during IML to concurrently replace
other DRAMs in the row that are over threshold on
correctable errors. All DRAMs are scrubbed, including
unused spare DRAMs. Unused spares that are over
threshold are spared. The available storage is determined
by summing the memory LICCC values from each book.
Logical partition (LPAR) code then determines which
physical storage is to be mapped to the available storage.
All physical storage is available to LPAR to be used at its
discretion and therefore is continuously scrubbed and
checked. Concurrent memory upgrades are simplified
compared with previous servers, since all physical storage
is always available to LPAR. The L3 storage supports
ABIST during power-on IML. Special power governor
circuitry slows down accesses to L3 storage when the
current drawn is too high. Typically, over-current occurs
during the self-test of arrays. Having a power governor
allows the design to have a higher nominal array access
rate while protecting the arrays during extreme conditions.
CBA performs an IML of the book which includes ABIST.
CEs are spared, and UEs prevent the book from becoming
available.

Store-protect arrays
The store-protect keys, which are distributed evenly across
the two memory cards, form an architected facility which
provides access control for each 4K block of storage. Each
store-protect key is parity-protected with three-way voting
and sparing. The array is accessed with normal key
fetches. Each logical key has four physical copies; three
copies are actively involved in the three-way voting, and
the other is on standby as a spare. Four logical keys are
fetched in one operation.

Store-protect cache
The store-protect cache is new in the z990 server. It is
located in the L2 SCC chip and contains 128K store-
protect entries for the local memory. Each 7-bit key entry
is protected by five ECC bits. Two special UE codes are
supported for fault isolation. The cache supports ABIST
during power-on IML. A cache failure during ABIST causes
the book to be called for repair. CBA performs an IML of
the book, including ABIST, to detect defective caches.

I/O subsystem
While the z990 book structure provides for expanding
processing capacity by adding new books to the
configuration, the challenge faced by the I/O subsystem
to move beyond the 256-channel limit had to be handled
solely through the use of firmware and virtualization
technology. Clearly, the sheer increase in the amount of
hardware required to double or triple the number of I/O
cages to support the I/O traffic and maintain redundant
path connectivity would be detrimental to overall server
reliability. In addition, there would be an increase in the
power required and a significant increase in the z990
footprint. These issues were addressed by introducing
higher-speed I/O interconnect (eSTI) and I/O cards,
extending the internal high-speed HiperSockets* recently
introduced in the z900 server [2], increasing the number of
channel subsystems (CSS), extending the sharing concept
of the Enterprise Systems Connection (ESCON*) multiple
image facility (EMIF) to share I/O cards across the logical
channel subsystems, and using only the high-density I/O
cage introduced in the z900 server [1].

Hardware view
The channel subsystem structure comprises CPs, SAPs,
MBAs, enhanced self-timed interface (eSTI) ports, and
the high-density I/O cage. In the z990 server, the memory
bus adapter (MBA) chips are no longer located within the
MCM, as in the z900 server [2]. The three MBA chips,
each providing four high-speed eSTI links, are separately
mounted on the front-facing edge of the book, closer to
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the eSTI connectors to improve the bandwidth. In addition,
a single-MBA clockstop design was introduced in the
z990 server to enable the isolation and fencing of a single
failed MBA while the remaining MBAs continue operation
over their high-speed links. In a single-book configuration,
the eSTI link connections to the I/O domains are
optimized for high availability by spreading them across
the MBAs. In the multibook configurations, the high
availability is extended such that the I/O domains are first
spread across all available books and then across the
MBAs within each of the books. This ensures that there
are virtually no single points of failure which would result
in the loss of I/O connectivity to a device in a properly
configured environment.

The high-density I/O cages (maximum of three)
introduced with the z900 provide up to 84 I/O slots

supporting ESCON, fiber connection (FICON*), Fibre
Channel protocol (FCP), open system adapter (OSA) and
cryptographic coprocessor cards (Figure 7).

Logical view
The z900 channel subsystem contains 256 channel path
identifiers (CHPIDs) supporting 15 logical partitions [2].
Since, in the z990 server, the processor/memory books
are logically viewed as one SMP, with up to 60 logical
partitions, the multiple logical channel subsystems
(MLCS) concept was introduced. The MLCS feature
supports up to four logical channel subsystems (LCSSs),
each supporting 256 CHPIDs. This allows the z990 system
to maintain the same average ratio of CHPIDs to logical
partitions as the z900 server and, for a partition requiring
high connectivity, all 256 CHPIDs can be dedicated to it.

Figure 7

Channel subsystem—hardware view.
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The logical aspect of MLCS allows it not to be tied to
any specific processor book. Thus, even in a single-book
configuration, four LCSSs can still run, but with fewer
physical channels, since it would be constrained by the
number of eSTI ports.

Another feature introduced in the z990 server is the
concept of spanning. Spanning is an extension of the
EMIF shared-channel architecture used in previous
generations; it allows a single FICON, coupling, or
networking adapter to be shared among all 60 partitions
if desired. This reduces the amount of hardware required
to support the logical partitions and also reduces the
hardware single points of failure among a finite number
of channels. For example, 60 partitions would require
a minimum of just two spanning channels to provide
connectivity to all 60 partitions and still avoid a single
point of failure, whereas, with EMIF, eight physical
channels would be required, since EMIF supports sharing
only within a single CSS (Figure 8). The spanning feature
is not supported for ESCON. The ESCON channels can
continue to be shared across 15 logical partitions within
a single logical channel subsystem.

The z990 server also introduces the concept of the
physical channel identifier (PCHID), which serves as a
“handle” to map the relationship between the channel
subsystem identifier (CSSID) and its CHPIDs to a physical

location in the I/O cage. The PCHID is a 2-byte value with
a leading zero followed by an “XYZ” value (Figure 9).
For example, PCHID 325 would refer to the front of
the second I/O cage (located in the lower half of the I/O
frame), slot no. 2 (the third physical slot from the left),
and port no. 5 (the sixth port down from the top position)
on that card. Although the PCHID number is a physical
entity, it can change as a result of a service action. For
example, an ESCON port-sparing action will cause a
permanent change to the PCHID location. The PCHID is
part of the information required by the service functions
for problem resolution to the field-replaceable unit
(FRU). The PCHID-to-CSSID.CHPID relationship is
defined by the customer in the I/O configuration data set
(IOCDS).

Concurrent upgrade
In the z900 server, the SAPs could not concurrently be
added to the configuration [2]. However, in the z990
server the I/O subsystem can grow horizontally as part
of the CBA function described earlier. Since the SAP
affinity is defined during IML, the newly introduced SAPs
can handle only those requests from new I/O added as
part of the upgrade. In order to re-optimize the I/O
distribution, a new function called workload rebalancing

Figure 8

Channel subsystem—logical view.
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